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Plastic
Type

Grade Brand HDT (4.5Mpa) Tensile
Strenght

Tensile
Modulus

Certificate

ABS Jabil ABS 1400 LW Jabil 101°C DMA1 35 MPa 2730 MPa -----

Ultrafuse ABS BASF 96°C  ISO75 36 MPa 1958 MPa -----

Ultrafuse ABS FUSION BASF 91°C ISO75 35 MPa 1379 MPa -----

ASA Polylite™ ASA Polymaker 103°C ISO75 44 MPa 2379 MPa -----

PA12 Jabil PA 4035 CF  CF40 Jabil 154°C DMA1 66 MPa 6000 MPa ESD Safe

Jabil PA 4500 Jabil 62°C DMA1 56 MPa 1930 MPa -----

PA6 Jabil PA 4535 CF CF40 Jabil 162°C DMA1 88 MPa 10600 MPa ESD Safe

Novamid® ID 1070 Covestro 104°C ISO75 48 MPa 2590 MPa -----

PolyMide PA6-CF CF30 Polymaker 215°C ISO75 105 MPa 7453 MPa -----

PolyMide PA6-GF GF30 Polymaker 191°C ISO75 85 MPa 4431 MPa -----

Ultrafuse PA BASF 135°C ISO75 61 MPa 2419 MPa -----

Ultrafuse GF30-PA6 GF30 BASF 124°C3 ISO75 102 MPa 7400 MPa -----

PA6/66 Jabil PA0600 Jabil 103°C DMA1 30 MPa 1570 MPa -----

Novamid AM 1030 FR Covestro -- -- 57 MPa2 3500 MPa2 Flame Retardant: UL94 V-0 at 1.6mm; 
UL Blue Card

Novamid ID 1030 Covestro 84°C ISO75 46 MPa 2330 MPa FDA (US) – 21 CFR 177.1500 (b)

Novamid ID 1030 CF10 CF10 Covestro 184°C ISO75 110 MPa 7630 MPa -----

PA6/66-GF20 FR LS                GF20 Covestro 168°C ISO75  53 MPa 4876 MPa Flame retardant: UL94 V-0 at 3.2mm; 
Fire Testing to Railway
Components: EN 45545-2 R22/R23 (HL3)

Polymide™ CoPa Polymaker 111°C ISO75 66 MPa 2564 MPa -----

PAHT Ultrafuse PAHT CF15 CF15 BASF 145°C ISO75 103 MPa 8386 MPa -----

Luvocom 3F PAHT® 9825 Lehvoss 78°C3 ISO75 85 MPa 3400 MPa2 -----

Luvocom 3F PAHT® 9936 Lehvoss 70°C3 ISO75 78 MPa2 3400 MPa2 -----

Luvocom 3F PAHT® CF 9891 CF15 Lehvoss 90°C3 ISO75 130 MPa2 11500 MPa2 -----

Luvocom 3F PAHT® KK 50056 FR Lehvoss 90°C3 ISO75 55 MPa 6000 MPa Flame Retardant: UL94 V-0 at 1.5mm

PC Jabil PC 1500 FR Jabil 118°C3 DMA1 61 MPa 2210 MPa Flame Retardant: UL94 V-0 at 2mm

Polymax™ PC Polymaker 114°C ISO75 60 MPa 2048 MPa -----

Polymax™ PC-FR Polymaker 110°C ISO75 67 MPa 2743 MPa Flame Retardant: UL94 V-0 at 1.5mm

Ultrafuse GF30 PC BASF 137°C3 ISO75 65 MPa 5400 MPa Flame Retardant: UL94 V-0 at 3.0mm

PC-ABS Addigy® FPB 2684 GF30 Covestro 110°C3 ASTM648 47 MPa 1930 MPa -----

Ultrafuse PC ABS FR BASF 86°C ISO75 50 MPa 2545 MPa Flame Retardant: UL94 V-0 at 1.5mm & 
3.0mm

PEI Ultrafuse PEI 9085 BASF 175°C3 ASTM648 62 MPa 2439 MPa -----

PET Arnite® ID 3040 Covestro 65°C3 ISO75 47 MPa 2000 MPa -----

Luvocom 3F PET CF 9780 CF15 Lehvoss 205°C3 ISO75 80 MPa 9000 MPa -----

Ultrafuse PET BASF 63°C ISO75 33 MPa 1933 MPa -----

Ultrafuse PET CF 15 CF15 BASF 108°C ISO75 63 MPa 6178 MPa -----

Ultrafuse rPET BASF 71°C ISO75 39 MPa 1640 MPa -----

PETG Jabil PETg 0800 ESD Jabil 67°C DMA1 39 MPa 1895 MPa -----

Jabil PETg Jabil 710°C ASTM648 5 MPa 2 MPa -----

PLA Ultrafuse PLA BASF 65°C ISO75 35 MPa 2308 MPa -----

Ultrafuse PLA Pro BASF  --            -- 48 MPa 3166 MPa -----

PP Caverna PP Infinite 
Material 
Solutions

-- -- 26 MPa 2576 MPa -----

FL105PP Braskem 93°C ASTM648 11 MPa 1020 MPa -----

FL900PP-CF CF30 Braskem 158°C ASTM648 41 MPa 6380 MPa -----

Ultrafuse PP BASF -- -- 12 MPa 554 MPa -----

Ultrafuse GF30 PP GF30 BASF 127°C ISO75 42 MPa 2628 MPa -----

PPS Luvocom 3F 9938 CF CF15 3D4MAKERS -- -- 120 MPa -- -----

PPSU Ultrafuse PPSU BASF 215°C ISO75 75 MPa 2221 MPa -----

FILAMENTS FOR ADDITIVE MANUFACTURING

Carbon Fiber Glass Fiber High Temperature Machinery RequiredRecycled MaterialHalogen Free(1) Dynamic Mechanical Analysis
(2) Injection Molded
(3)1.82 MPa HDT A Values

ELASTOMERS Brand Tensile
Strenght

Elongation Shore Melting Temp

TPC Arnitel® ID 2045 Covestro 8 MPa 350% 34D/85A 158°C

Arnitel® ID 2060 HT Covestro 22 MPa 245% 61D 208°C

TPE TPE-SEBS 1300 85A Jabil 6MPa 900% 85A 163°C

TPE-SEBS 1300 95A Jabil 11 MPa 780% 95A 165°C

Ultrafuse TPS 90A BASF 7 MPa 280% 29D/89A 249°C

TPU Jabil TPU 90A Jabil 13 MPa 450% 90A 220°C

Ultrafuse TPU 85A BASF 34 MPa 600% 90A 220°C

Ultrafuse TPU 64D BASF 37 MPa 399% 58D --

Ultrafuse TPU 95A BASF 44 MPa 661% 92A 144°C

METALS Brand Density Tensile Strenght Elongation Vickers Hardness

Ultrafuse 17-4 PH BASF 8 kg/m3 760 MPa 4% 257 HV10

Ultrafuse 316L BASF 8 kg/m3 561 MPa 53% 128 HV10

SUPPORT MATERIAL Brand Product Type Tensile Strenght

Aquasys® 120 Infinite Material Solutions Water Soluble Polyesters, Nylons, Polycarbonates, ABS, 
Elastomers, Polypropylenes

Aquasys® 180 Infinite Material Solutions Water Soluble PEEK, PEKK, PEI, PPSU

Mowiflex™ 3D 2000 Kuraray Water Soluble PLA, Nylons, PVB, Elastomers, Polyesters

Ultrafuse BVOH BASF Water Soluble PLA, ABS, Nylons

Ultrafuse HIPS BASF Breakaway ABS

* Trademark owned by a third party

ADHESIVES Brand Used for Clean up

Magigoo Flex Thought3D Elastomers Water, Alcohol

Magigoo Metal Thought3D Metal Water

Magigoo PA Thought3D Nylons Water, Alcohol

Magigoo PC Thought3D Polycarbonates Water, Alcohol

Magigoo PP Thought3D Polypropylenes Water, Alcohol

Magigoo PP GF Thought3D Polypropylenes Water, Alcohol

Printafix AprintaPro PLA, Polyesters, Nylons Water, Alcohol

Our products in EMEA
Scan to order

your filaments!
Available online now!

Updated as of 4/11/2022

On April 1, 2021, Covestro
completed the acquisition
of DSM & Clariant

OUR SUPPLIERS
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* Trademark owned by a third party

Technology Wavelength

Characteristics Grade Brand HDT (4.5Mpa) Tensile Strenght Elongation Shore Certificate SLA DLP LCD 355 nm 385 nm 405 nm 460 nm

ABS-like Somos® GP Plus 14122 Covestro 46°C ASTM648 37 MPa 8% D79 -----

Somos® ProtoGen 18120C Covestro 97°C  ASTM648 69 MPa 12% D88 -----

Somos® ProtoGen 18420W Covestro 98°C ASTM648 68 MPa 16% D88 -----

Somos® WaterShed Black Covestro 50°C ASTM648 50 MPa 16% -- -----

Daylight Ultracur3D® EPD 1006 BASF 44°C ASTM648 40 MPa 25% D79 Flame Retardant: UL94 V-0 at 1.5mm;
Biocompatibility: ISO10993

Ultracur3D® EPD 1086 BASF 53°C ASTM648 42 MPa 26% D81 Flame Retardant: UL94 V-0 at 1.5mm

Ultracur3D® EPD 2006 BASF 81°C ASTM648 50 MPa 10% D80 Flame Retardant: UL94 V-0 at 1.5mm

Ultracur3D® EPD 3500 BASF 70°C ASTM648 60 MPa 18% D79 -----

Ultracur3D® EPD 4006 BASF 54°C ASTM648 45 MPa 45% D78 Flame Retardant: UL94 V-0 at 3.0mm

Dental Ultracur3D® DM 2304 BASF -- -- 4 MPa 160% A50 -----

Ultracur3D® DM 2505 BASF -- -- 48 MPa 4% D73 -----

Elastomeric Ultracur3D® EL 150 BASF -- -- 6 MPa 150% A80 -----

Ultracur3D® EL 60 BASF -- -- 5 MPa 70% A71 -----

Flexible Ultracur3D® FL 300 BASF -- -- 5 MPa 245% A40 -----

Ultracur3D® FL 60 BASF -- -- 2 MPa 70% A60 -----

High Temperature Somos® PerFORM Covestro 268°C ASTM648 80 MPa 1% D94 -----

Somos® PerFORM Reflect Covestro 276°C ASTM648 72 MPa 1% D94 -----

Somos® ProtoTherm 12120 Covestro 126°C ASTM648 77 MPa 5% D87 -----

Investment Casting Somos® Element Covestro 58°C ASTM648 53 MPa 2% D86 -----

Transparent Somos® WaterShed XC 11122 Covestro 50°C ASTM648 50 MPa 16% -- -----

Somos® BioClear Covestro 50°C ASTM648 50 MPa 16% -- -----

Somos® WaterClear Ultra 10122 Covestro 47°C ASTM648 56 MPa 8% D87 -----

PP-like Somos® 9120 Covestro -- -- 31 MPa 20% D81 -----

Somos® Momentum Covestro 46°C ASTM648 37 MPa 8% D79 -----

Rigid Ultracur3D® RG 35 BASF 83°C ASTM648 80 MPa 6% D85 Flame Retardant: UL94 V-0 at 1.5mm;
Biocompatibility: ISO10993

Ultracur3D® RG 35N BASF 54°C ASTM648 70 MPa 5% D80 -----

Ultracur3D® RG 50 BASF 66°C ASTM648 63 MPa 4% D85 -----

Ultracur3D® RG1100 BASF 116°C ASTM648 70 MPa 5% D85 Flame Retardant: UL94 V-0 at 1.5mm

Higher Toughness Ultracur3D® ST 80 BASF 46°C ASTM648 35 MPa 20% D80 Biocompatibility: ISO10993

Ultracur3D ST45 BASF 73°C ASTM648 60 MPa 25% D80 Flame Retardant: UL94 V-0 at 1.5mm;
Biocompatibility: ISO10993

Ultracur3D ST45 B BASF 63°C ASTM648 53 MPa 21% D80 Flame Retardant: UL94 V-0 at 1.5mm;
Biocompatibility: ISO10993

Ultracur3D ST45 M BASF 67°C ASTM648 58 MPa 20% D80 Flame Retardant: UL94 V-0 at 1.5mm;
Biocompatibility: ISO10993

Ultracur3D® ST 80B BASF -- -- 39 MPa 24% D80 -----

Ultracur3D® ST 80G BASF -- -- 39 MPa 24% D80 -----

Ultracur3D® ST 80W BASF -- -- 39 MPa 24% D80 -----

Somos® DMX SL-100 Covestro 44°C ASTM648 32 MPa 28% D80 -----

Somos® EvoLVe 128 Covestro 52°C ASTM648 57 MPa 11% D82 -----

Somos® Next Covestro 56°C ASTM648 42 MPa 9% D82 -----

Somos® Taurus Covestro 91°C ASTM648 49 MPa 24% D83 -----

PHOTOPOLYMERS FOR ADDITIVE MANUFACTURING
Our products in EMEA

Characteristics Grade Brand Product Type Properties

Supplemental Ultracur3D® Cleaner BASF Cleaner Compatible with a wide variety of resins

Ultracur3D® Color Kit BASF Coloring Available in white, yellow, cyan, magenta, and black

Updated as of 4/11/2022

Available online now! OUR SUPPLIERS

On April 1, 2021, Covestro
completed the acquisition
of DSM & Clariant
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PELLETS FOR ADDITIVE MANUFACTURING
Our products in EMEA
Plastic Type Grade Brand Vicat A (10N) Tensile Strenght Tensile Modulus

ABS Neviprint ABS 3801 Nexeo 90°C3 ISO75 45 MPa 2500 MPa2

PAHT EcoPaXX® AM4001 GF Covestro 190°C3 ISO75 165 MPa 9400 MPa

LUVOCOM® 3F PAHT 9825 NT Lehvoss 90°C3 ISO75 85 MPa 3400 MPa4

LUVOCOM® 3F PAHT 9826 BK Lehvoss 90°C3 ISO75 67 MPa 3000 MPa4

LUVOCOM® 3F PAHT 9875 NT Lehvoss 90°C3 ISO75 80 MPa 3000 MPa4

LUVOCOM® 3F PAHT 9936 BK Lehvoss 90°C3 ISO75 78 MPa 3400 MPa4

LUVOCOM® 3F PAHT CF 9742 BK Lehvoss 200°C3 ISO75 170 MPa 1500 MPa4

LUVOCOM® 3F PAHT CF 9743 BK Lehvoss 240°C3 ISO75 250 MPa 28000 MPa4

LUVOCOM® 3F PAHT CF 9891 BK Lehvoss 90°C3 ISO75 120 MPa 10500 MPa

PET Arnite® AM8527 Covestro -- -- 205 MPa 20000 MPa

Arnite® AM2001 GF Covestro 230°C3 ISO75 160 MPa 13800 MPa

PPS LUVOCOM® 3F PPS CF 9938 BK Lehvoss -- -- 120 MPa 9000 MPa2

PEEK LUVOCOM® 3F PEEK 9581 NT Lehvoss 145°C3 ISO75 97 MPa 3400 MPa2

LUVOCOM® 3F PEEK CF 9676 BK Lehvoss 280°C3 ISO75 145 MPa 10000 MPa4

PP Arnilene® AM6001 GF Covestro 153°C3 DMA1 70 MPa 6000 MPa

LUVOCOM® 3F PP 9929 NT Lehvoss 135°C ISO306 17 MPa 950 MPa2

LUVOCOM® 3F PP CF 9928 BK Lehvoss 80°C ISO306 54 MPa 6000 MPa2

GR100PP Braskem 140°C D1525 16 MPa 1470 MPa

GR105PP Braskem 130°C D1525 16 MPa 1245 MPa

GR900PP-CF Braskem 150°C D1525 41 MPa 6380 MPa

DuraSense®3D Plus 50 StoraEnso -- -- 30 MPa 2800 MPa

(1) Dynamic Mechanical Analysis
(2) Flexural Modulus
(3)1.82 MPa HDT A Values
(4) Elastic Modulus

High Temperature Machinery RequiredRecycled MaterialHalogen Free

Carbon Fiber Glass Fiber Wood Filled Mineral Filled

We are continuing to
expand our pellet line card

Visit our website for the most
up to date selection

Updated as of 4/11/2022

MATERIALS PYRAMID
Designed for additive manufacturing

AMORPHOUS ELASTOMERS SEMI-CRYSTALLINE
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Have a technical question?
Contact us today to see how we can help!

OUR SUPPLIERS




